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IZVJESTAJ O PRORACUNU
BR. 72570/037/21-160/21

Naruéitelj: YAVUZ COMPANY d.o.o.
BiH-76100 Bréko, Vitanovidi bb

Ugovor/narudzba: prihvaéena ponuda broj 72570-0-0135-2/21 od 2021-03-05 i 72570-0-
0135-2B/21 od 2021-07-14

Gradevni proizvod: jednokrilna zackretna vanjska vrata izradena od PVC profila sistem

Bauwin 7000 SERIES, ispuna krila PVC panel debljine 24 mm (1 mm
PVC /22 mm XPS /1 mm PVC)

Proizvodac: YAVUZ COMPANY d.o.o.
BiH-76100 Bréko, Vitanovici bb
Mjesto proratuna: INSTITUT IGH, d.d., Zavod za materijale i konstrukcije, Laboratorij IGH,
Laboratorij za gradevinsku fiziku, Janka Rakuse 1, HR-10000 Zagreb
Norma proizvoda: HRN EN 14351-1:2016 - Prozori i vrata -- Norma za proizvod, izvedbene

znacajke — 1.dio: Prozori | vanjska pjesacka vrata (EN 14351-
1:2006+A2:20186)

Proratun: A dio: Proracun koeficijenta prolaska topline profila vrata (Uy)
B dio: Proracun koeficijenta prolaska topline vrata (Ug)

Praracun izradio: I
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Djelomigne umnoavanje ovog zviestaja nije dopugteno bez pisanog odobrenja Voditelja laboratarija. Ukupan broj stranica 14 ukljuéujudi
1 dodatak. Test results refer only to the tesfed specimens. Farfial copying of this report is not permitted without & written autharization of
the Head of the Laborstory. No, of text pages. 14, ingluded annsxes: 1
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Opis vrata:

Keeficijent prolaska topline proracunat je za
jednokrilna zaokretna vanjska vrata izradena
od PVC profila sistem Bauwin 7000 SERIES,
ispuna krila PVC panel debijine 24 mm.

Za izradu se koriste PVC profili sistem Bauwin
7000 SERIES (dovratnik profil oznake BF
7001, krilo vrata profil oznake BF 7033, al-

prag oznake BF7707).

Ispunu krila ¢ini PVC panel ukupne debljine 24
mm, sastava: 1 mm PVC /22 mm XPS /1 mm

PVC.

Vanjske izmjere vrata: 1,10 mx 2,18 m.

Skica vrata s vanjskim izmjerama dostavljena

od naruditelja.
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Skica presjeka profila vrata dostavljena od narucitelja.
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Tehnicki opis vrata dostavljen od r‘sarucitelja

jednokrilna zaokretna vanjska vrata izradena od PVC profila sistem

Proizvod Bauwin 7000 SERIES, ispuna krila PVC panel debljine 24 mm
Proizvodaé YAVUZ COMPANY d.o.0., Cehaje bb, BiH-75350 Srebrenik
Datum proizvadnie 10.03.2021.

Sustav profila Bauwin 7000 SERIJA N
Materijal PVC

Tip otvaranja / Smjer otvaranja

Zaokretno lijeva, unutarnje otvaranje

Dimenzije dovratnika (&xv)

1100x2180 mm

_Dimenzije krila ($xv)

1025x2105 mm

Dovratnik

Presjek profila (xd)

65x70mm | al prag 20x70 mm

'Oznaka profila

BF 7001 Stok | BF7707 (Al prag)

Proizvodad YAVUZ COMPANY d.o.o., Cehaje bb, BiH-75350 Srebrenik
Kutni spoj (metoda spajanja, ] :
detalij) Rezano i zavareno pod 45

| Ojatanje (sifra, materijal,
dimenzije, debljina)

1050000, pocinZani Celik dimenzija 25x28x25 mm debljina Tmm

Otvori za odvodnju vode

> s

/

| Otvori za ventilaciju
Krilo/a

Presjek profila (5xd)

| 95x60mm

Oznaka profila

BF 7033 krilo vrata

Proizvodat ) | YAVUZ COMPANY d.o.0., Cehaje bb, BiH-75350 Srebrenik
Kutni spoj (metoda spajanja, . ;
detalj) Rezano i zavareno pod 45

Ojacanje (ifra, materijal,
dimenzije, debljina)

1050001 Pocinéani éelik dimenzija 45x29x52 debljine 1,.2mm

Otvori za odvodnju vode

| lznutra 2 otvora @5x30, 100mm od unutraénje strane krila

Otvori za ventilaciju

lznutra 2 otvora @5x30, 50mm od unutrasnje strane krila
lzvana u falcu 2 otvora @5x30 mm, 180 mm od vanjske strane rama

Dodatni profil krila, lgjsna za pane

Presjek profila (5xd) 26,5 x 15,3 mm
Oznaka profila | BF 7051 lajsna 24mm
Kutni spoj Sje€eno 45°

| Metoda uévricenja

Uskonéno — uklapanje

Brtvljenje/sustav brivljenja — d

ovratnik-krilo

Brtva: dovratnik Uvlagi se
Proizvodag, Sifra Conta Elastik Urunler Sanayi ve Ticaret A.S. Turska
Materijal EPDM
Kutna konfiguracija/spoj Rezano i zavareno 45°
Brtva: krilo Uwviadi se
Proizvodaé, gifra _Conta Elastik Urunler Sanayi ve Ticaret A.S. Turska
Materijal EPDM
Kutna konfiguracija/spoj Rezano i zavareno 45° B ]
Ispuna krila Sl
Vrsta ispune PVC panel
| Proizvodat YAVUZ COMPANY DOO SREBRENIK, BIH,
| Sastav 24 mm (1mm PVC / 22 mm XPS /1 mm PVC)

Brivljenje panela — lzvana
| Proizvodac, sifra

Conta Elastik Urunler Sanayi ve Ticaret A.S. Turska
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| Materijal

EFDM

| Kutna konfiguracija/spoj
. Brivijenje panela — Iznutra

Rezano i zavareno 45°

Proizvodac, Sifra

| YAVUZ COMPANY DOQ SREBRENIK, BIH,

EPDM koekstrudirano sa BF 7051 lajsna 24mm

| Materijal

EPDM

Kutna konfiguracija/spoj

Uklapanje — usko&no

Okov

Proizvodad, tip

{upadnica)

Broj spojnica (Sarki) | 4
‘Broj upadnica/ploCica 5
PoloZa] tofaka zakljutavanja Nisitialen
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PRORACUN KOEFICIJENTA PROLASKA TOPLINE (Uy)

Proracéun koeficijenta prolaska topline vrata proveden je na nacin da je prvo izracunat koeficijent
prolaska topline presjeka profila vrata (A dio), a zatim je koristenjem proracunatih vrijednosti za
profile i panel izraéunat koeficijent prolaska topline cijelih vrata (B dio):

A dio: Proracun koeficijenta prolaska topline sustava profila vrata

Zadatak

Odrediti koeficijent prolaska topline ;
sustava profila wvrata (U;), =za i
presjek A-A (dio vrata oznacen

crveno, slika 1) i presjek B-B (dio l

vrata oznacen plavo, slika 1),

jednokrilnih zaokretnih vrata \
izradenih od PVC profila sistem LY
Bauwin 7000 SERIES, ispuna krila |

PVC panel debljine 24 mm (1 mm
PVC /22 mm XPS /1 mm PVC)

21480
=
===

— itog -

Slika 1.
Norma proracéuna
HRMN EN 10077-2:2017 - Toplinska svojstva prozora, vrata i zaslona -- Proratun koeficijenta
prolaska topline — 2. dio: Numeri¢ka metoda za okvire (ISO 10077-2:2017; EN ISO 10077-2:2017),
metoda proracuna prema tocki 6.4.3.

Programski paket
Numericki proratun koeficijenta topline profila, proveden je u validiranom programskom paketu
BISCO, verzija 12.0.04., (C) Physibe 2021.
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Slika 2. Presjek A-A (lijevo) i presjek B-B (desno). jednokrilnih zaokretnih vanjskih vrata izradenih od
PVC profila sistem Bauwin 7000 SERIES, ispuna krila PVC panel debljine 24 mm (1 mm PVC / 22
mm XPS /1 mm PVC) s uredenim konturama presjeka. Sve mjere u mm.

Prema kotiranom presjeku A-A i B-B sustava profila, prikazanom slikem 2, izraden je 2-D model
presjeka sustava profila, prikazani na slikama 3 i 4, na kojoj su razliitim bojama oznaéeni razliciti
materijali presjeka profila. Legenda boja materijala koji se koriste u izradi profila dana je u tablici 1,
zajedno s koeficijentima toplinske provedljivosti i rubnim uvjetima.

Tablica 1: Ulazni podaci za proraéun

boi teriial iznos veli¢ine,
oja materija A [WHmK)]
*PVC 0,170
panel, koeficijent prolaska topline panela debljing 24 mm iznosi 0.035

1,169 W/(m’K)
* EPDM 0,250

. * ¢elidno ojacanje | okov 50,0
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. * aluminij 160.0 |
— ! !
** PU pjena 0.050 |
:djelomiénn ventilirani zraéni prostor, proracunat preko
. ekvivalentne toplinske provodljivosti (A ;) prema tocki 6.4.3, -
norme HRN EN ISO 10077-2:2017 o
neventilirani zraéni prostor, proraéunat preko ekvivalentne
ostale boje |toplinske provodljivosti (A ;) prema tocki 6.4.3, norme HREN EN -
IS0 10077-2:2017
| - koeficijent emisivnosti koristen u proracunu: 0,9 e
iznos velicine
. vanjska temperatura zraka i vanjski prijelazni toplinski otpor 0 0,040
. unutarnja temperatura zraka i unutarnji prijelazni toplinski otpor 20 0,130
‘ . unutarnja temperatura | povecani unutarnji prijelazni toplinski otpor | 20 0,200

* yrijednost iz Tablice D.1 norme HRN EN IS0 10077-2:2017,
** yrijednost iz norme IS0 10456:2007.

Slika 3: 2-D model za proracun koeficijenta prolaska topline U; za presjek A-A sustava profila ispune
PVC panelom debljine 24 mm. Ukupna Sirina slike je 3420 piksela (u modelu 342 mm), ukupna
visina 1200 piksela (u modelu 120 mm).
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Slika 4: 2-D model za proratun koeficijenta prolaska topline U, za presjek B-B sustava profila ispune
PVC panelom debljine 24 mm. Ukupna Sirina slike je 3420 piksela (u modelu 342 mm), ukupna
visina 1200 piksela (u modelu 120 mm).

Rezultati proraéunom dobivenih koeficijenata prolaska topline sustava profila koji se koriste u
konaénom proraéunu koeficijenata prolaska topline dani su u tablici 2.

Tablica 2: Rezultati proracuna koeficijenta prolaska topline profila (Uy)

koeficijent
| e | niska | uopns vpra  SePre | omale | pincke
|t::-.?:f‘n';u’ﬁ.a's F"U']C gustoca toka | Sirina | Sirina proj | provodljivosti

Sirina sustava | prolaska

presjeka panaka topline modela | panela profila topline sustavz_ profila

Wim mmm mm
A | 24 8.84 3420 | 190,0 152,0 Us s 1.4 |
|_B 24 9,51 3420 | 1900 | 1520 | Uz 1.7

Proraéunom dobivene raspodjele temperatura kroz sustav profila dane su slikama 5 i 6.

Slika 5. graficki prikaz raspodjele temperatura prema proracunu koeficijenta prolaska topline U; . za
presjek A-A sustava profila.
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Slika 6. graficki prikaz raspodjele temperatura prema proracunu koeficijenta prolaska topline U za
presjek B-B sustava profila.

B dio: Proracun koeficijenta prolaska topline vrata (Uy)

Gradevni proizvod: jednokrilna zackretna vanjska vrata izradena od PVC profila sistem Bauwin
7000 SERIES, ispuna krila PVC panel debljine 24 mm (1 mm PVC / 22 mm
XPS /1 mm PVC)

Norma proracuna: HRN EN 10077-1:2017 - Toplinska svojstva prozora, vrata i zaslona --
Proracun koeficijenta prolaska topline - 1. dio: Opéenito (ISO 10077-1:2017;
EN ISO 10077-1:2017)

Vanjske izmjere ispitnog uzorka: 1,10 m x 2,18 m.
Ploétina ispitanog uzorka: A = 2,398 m~.
Ispuna: PVC panel (1 mm PVC / 22 mm XPS / 1 mm PVC)
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Tablica 3: Ulazni podaci za proracun

oznaka velitine

proracunat u A dijelu izviestaja

prema HEN EN opis veligine uzé?ss
1S0 10077-1
Ay o ukupna projicirana plostina vrata (1,100 m x 2,180 m) 2,3980 m*
A vidljiva plotina panela vrata 2x (0,796 m x 1,876 m) 1,4933 m*
koeficijent prolaska topline PVC panela debljine 24 mm (1 mm PVC /| 1,207
p 22 mm XPS*/ 1 mm PVC) WHmM?K)
Acx vidljiva plostina presjeka A-A profila vrata, ukupne projicirane Sirine 0.7606 m?
152,0 mm
A vidljiva plostina presjeka B-B profila vrata, ukupne projicirane Sirine 0.1441 m?
152,0 mm
' koefic lask i jeka A- fi h
Uss kc:eﬂ-::'uent pro a? a Itn;_:: mel presjeka A-A profila vrata, prethodno 1,4 Wi(m*K)
proracunat u A dijelu izviestaja i
Uss koeficiient prolaska topline presjeka B-B profila vrata, prethodno 1,7 Wim?K)

- vrijednost toplinske provodijivosti XPS-a, priloZzeno u Dodatku A ovog izvjestaja.

Koristenjem podataka iz Tablice 3. za proradun koeficijenta prolaska topline Uy jednokrilnih
zaokrentnih vanjskih vrata izradenih od PVC profila sistem Bauwin 7000 SERIES, ispuna krila PVC

panel debljine 24

mm (1 mm PVC [ 22 mm XPS /1 mm PVC), dobiveno je:

= Ap Up +A.l' U_f

U, = 1,298 W/(m*K),

zaokruZeno na dvije znacajne znamenke:

Ug= 1,3 WI(m?K).
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Dodatak A
Izvjestaju o proracunu br. 72570/037/21-160/21

Dokumentacija za koeficijent toplinske provodljivosti XPS-a ispune PVC panela
24 mm (1 mm PVC /22 mm XPS / 1 mm PVC), dostavljena od narucitelja
YAVUZ COMPANY d.o.0., BiH-76100 Brcko, Vitanovici bb
(2 stranice A4)
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TEMAX

Insulation Technology

Declaration of conformity. 002/20

DECLARATION OF CONFORMITY

) mcrordance with the Law on Comsruction Prodocts ["D¥ficial Garette of (e Federation of B Mo FRDW], the Rulsbook
of Confermity Assespment of Comtruction Products ["Oficlsl Cateite of the Federation of BIH" No. B5710 snd 58711} and
the Rulebook on Technical Requiresmepts for Heat protection of bulidings and ratonal use of eneigy | "Oficial Garerte of
HIC Mo, 8019

Product name:

TEMAXPs

2, Product type: XPS5 = extruded polystyrene boards
3. Product usage: Thermal insulation of internal-external
wall surfaces, thermal protection where
high pressure loads are and on places
of moisture and water.
4, Name and address of manufacturer: TEMAX BH d.0.0., Orasie, Poduretnicka
zona Duzine 17, 76 270 Orasje, BiH
% Authorized testing labaratory: Institut GIT dowo., Tuzla, Kejsing 29,
75 000 Turfa, Bosna | Hercegovina -
Certificate of conformity 5.4-97-1-57/19
&. Declared properties:
! ¥
Basic characteristics Declared values Standard
I BAS EN
Thiermal conductivity ha 0.034 W/mK UWEPW
BASEN
fer resi 19 0.98;1.58;3.
Heat transfer resistance -1.58;3.08 mE/W ) 1266772005
BAS EN 150
1182522011
BAS EN 15D
Reactian to fire | Class E 11925
| 2/Corr1:2012
| BAS EN 13501-
1+A1:2010*
[ 1 = BAS EN
Length ¢ 3 mm §22:2014 |
3 B | X BAS EN
o i 8222014 |
o i i BAS EN
Thickness & mm . 8737014
. o S
= : . BAS EN
ectangle [ 42018 |
BASEN
Straghtness - - “3.25_2.&“_
BASEN
— it 16072014
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TEMAX

Insulation Technology Declaration of conformity. 002/20
. | ————
| BASEN

Flewural strength » 300 i_L_Pi 12089:2014

BAS EN

kP

Compressive strength - 1 > 300 kPa | 826:2014 |

BASEN
Shear strength > 100 kPa _g_:a:unu
E_lﬂ'n-g--r'-rs-unal stability under normal : BASEN
WSaIory spadnion) . ERam
Dimensional stability under conditions c02% HAS EN
of certain temperatures and humidty | = 16042014
Long-fasting water absorption at full <15% | BAS EN
immersion | 12087.2014

Tested according to standards:

BAS EN 822:2014; BASEN 823:2014; BAS EN B24:2014%; BAS EN 825:2014%; BAS EN 326:2014;
BAS EN 1603:7014; BAS EN 1602:2014; BAS EN 1604:2014; BAS EN 1607:2014; BAS EN
12086:2014"; BAS EN 12087:2014; BAS EN 12089:2014; BAS EN 12090:2014; BAS EN 150
11925-2:2011; BAS EN 11925-2/Corr1:2012: BAS EN 13501-1+A1:2010"; BAS EN 12667:2005

7. The properties of the products listed in points 1 and 2 are in accordance with the
declared properties from point 6. The manufacturer listed in point 4 is responsible for
making this declaration of performance

8. For testing in the laboratory of the Institute GIT d.o.o., extruded polystyrene panels
were delivered in next dimensions: 125x60x3 cm, 125x60x5 cm and 125x90x10 cm.

9  The product is best to use 2 months after production

Ecology

= TEMAXPS products are produced without harmful substances for the environment
=  The product is 100% recyclable

& €

Signed for and on behalf of the manufacturer:

Orasje, 25.05.2021. god
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